
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC375X-34S
Wellbore: ORIGINAL HOLE

PBMD: 7,195.0ft
Btm TMD: 7,305.0ft

Spud Date: 3/16/2002 00:00
BH Coord X: 6,150,334.79uss ft
BH Coord Y: 2,288,665.05uss ft

Shoes (ft)
Casing

60.0

1,014.0

7,294.0

Schematic (8/31/2009) Openings Top/Btm/Type/Status

OPEN
6,590.0ft, 6,598.0ft, PERFORATED,

OPEN
6,614.0ft, 6,624.0ft, PERFORATED,

OPEN
6,624.0ft, 6,630.0ft, PERFORATED,

OPEN
6,640.0ft, 6,642.0ft, PERFORATED,

OPEN
6,647.0ft, 6,662.0ft, PERFORATED,

OPEN
6,676.0ft, 6,686.0ft, PERFORATED,

OPEN
6,716.0ft, 6,730.0ft, PERFORATED,

OPEN
6,742.0ft, 6,746.0ft, PERFORATED,

OPEN
6,754.0ft, 6,760.0ft, PERFORATED,

OPEN
6,765.0ft, 6,776.0ft, PERFORATED,

ISOLATED
6,788.0ft, 6,810.0ft, PERFORATED,

OPEN
6,988.0ft, 7,042.0ft, PERFORATED,

OPEN
7,062.0ft, 7,076.0ft, PERFORATED,

OPEN
7,084.0ft, 7,092.0ft, PERFORATED,

OPEN
7,103.0ft, 7,106.0ft, PERFORATED,

OPEN
7,106.0ft, 7,116.0ft, PERFORATED,

OPEN
7,124.0ft, 7,145.0ft, PERFORATED,

OPEN
7,145.0ft, 7,152.0ft, PERFORATED,

OPEN
7,155.0ft, 7,185.0ft, PERFORATED,

Ground Level: 762.5ft
Datum: ORIGINAL KB @ 782.50ft (default)

API No.: 0403019894

CONDUCTOR CASING Report Date: 1/25/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 20.0 60.0

SURFACE CASING Report Date: 3/17/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 20.0 965.4
9.625 36.00 965.4 965.4

CASING JOINT(S) 9.625 K-55 36.00 965.4 1,012.8
GUIDE SHOE 9.625 1,012.8 1,014.0

PRODUCTION CASING Report Date: 4/1/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 P-110 26.00 20.0 6,682.1
FLAG JOINT 7.000 P-110 26.00 6,682.1 6,705.0
FLAG JOINT 7.000 P-110 26.00 6,705.0 6,727.5
CASING JOINT(S) 7.000 P-110 26.00 6,727.5 7,204.3
FLOAT COLLAR 7.000 26.00 7,204.3 7,204.4
CASING JOINT(S) 7.000 P-110 26.00 7,204.4 7,292.8
FLOAT SHOE 7.000 26.00 7,292.8 7,294.0

TUBING STRING Report Date: 4/1/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 20.0 20.7
FATNIP 20.7 21.3

PUPJNT 21.3 23.5
CAS 23.5 2,401.4
GLM 2,401.4 2,409.8
CAS 2,409.8 4,195.3
GLM 4,195.3 4,203.9

PUPJNT 4,203.9 4,213.9
CAS 4,213.9 5,497.7
GLM 5,497.7 5,506.1
CAS 5,506.1 6,540.3
GLM 6,540.3 6,548.9

PUPJNT 6,548.9 6,554.6
SS 6,554.6 6,558.6

PUPJNT 6,558.6 6,568.7
ON-OFF 6,568.7 6,570.4

PKR 6,570.4 6,571.8
PKR 6,571.8 6,575.9

FATNIP 6,575.9 6,577.1
CAS 6,577.1 6,764.4

SS 6,764.4 6,768.4
PUPJNT 6,768.4 6,778.6

PKR 6,778.6 6,780.6
PKR 6,780.6 6,784.4

PUPJNT 6,784.4 6,794.4
CAS 6,794.4 6,825.8

SS 6,825.8 6,829.0
PUPJNT 6,829.0 6,839.1

PKR 6,839.1 6,841.1
PKR 6,841.1 6,844.9
CAS 6,844.9 7,033.8

SS 7,033.8 7,036.9
PUPJNT 7,036.9 7,047.0

SA 7,047.0 7,048.0
PKR 7,048.0 7,050.0
PKR 7,050.0 7,051.9

PUPJNT 7,051.9 7,053.0
MOEXT 7,053.0 7,058.5

SHRSUB 7,058.5 7,059.0
PUPJNT 7,059.0 7,069.0
PRONIP 7,069.0 7,070.1
WLREG 7,070.1 7,070.6

PLUG BACK Report Date: 7/30/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,158.0 7,195.0

PLUG BACK Report Date: 4/18/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,195.0 7,294.0

PLUG BACK Report Date: 4/1/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,294.0 7,305.0 Well:  375X-34S    S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  643 cf
Hole Size:  12-1/4" (9-5/8" Casing)
Top Job:  NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Interm Csg. Cmt Vol.:  NONE
Hole Size: 
Top Job:  
Rtns to Sfc: 
TTOC:'
- - -

Prod. Csg. Cmt Vol.:  844 cf
Hole Size:  8-3/4" (7" Casing)
Top Job:  NO
Rtns to Sfc:   YES
TTOC:  NA
- - -

Liner Cmt Vol.:  NONE
Hole Size:      
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA:  6763'
BLW:  7216'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


