
Event: WELL MAINT - RIGLESS
Event End: 5/16/2206 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

377XH-35S
Wellbore: ORIGINAL HOLE

PBMD: 8,538.0ft
Btm TMD: 8,562.0ft

Spud Date: 9/30/2004 00:00
BH Coord X: 6,152,859.49uss ft
BH Coord Y: 2,286,038.44uss ft

(ft)
Casing Shoes

63.0

3,140.0

7,003.0

8,558.0

Schematic (7/1/2009) Openings Top/Btm/Type/Status

7,232.0ft, 7,259.0ft, PERFORATED, OPEN
7,295.0ft, 7,303.0ft, PERFORATED, OPEN
7,313.0ft, 7,337.0ft, PERFORATED, OPEN
7,350.0ft, 7,360.0ft, PERFORATED, OPEN
7,409.0ft, 7,434.0ft, PERFORATED, OPEN
7,465.0ft, 7,477.0ft, PERFORATED, OPEN
7,486.0ft, 7,518.0ft, PERFORATED, OPEN
7,530.0ft, 7,574.0ft, PERFORATED, OPEN
7,593.0ft, 7,598.0ft, PERFORATED, OPEN
7,623.0ft, 7,632.0ft, PERFORATED, OPEN
7,678.0ft, 7,683.0ft, PERFORATED, OPEN
7,694.0ft, 7,702.0ft, PERFORATED, OPEN
7,717.0ft, 7,740.0ft, PERFORATED, OPEN
7,898.0ft, 7,910.0ft, PERFORATED, OPEN
8,024.0ft, 8,040.0ft, PERFORATED, OPEN
8,060.0ft, 8,075.0ft, PERFORATED, OPEN
8,142.0ft, 8,172.0ft, PERFORATED, OPEN
8,215.0ft, 8,278.0ft, PERFORATED, OPEN
8,290.0ft, 8,350.0ft, PERFORATED, OPEN
8,366.0ft, 8,394.0ft, PERFORATED, OPEN
8,402.0ft, 8,436.0ft, PERFORATED, OPEN
8,446.0ft, 8,456.0ft, PERFORATED, OPEN
8,480.0ft, 8,504.0ft, PERFORATED, OPEN

Ground Level: 723.5ft
Datum: ORIGINAL KB @ 746.50ft (default)

API No.: 0403025617

CONDUCTOR CASING Report Date: 9/22/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 10/3/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 23.0 1,963.6
CASING JOINT(S) 9.625 K-55 36.00 1,963.6 3,139.2
GUIDE SHOE 9.625 K-55 36.00 3,139.2 3,140.0

PRODUCTION CASING Report Date: 10/11/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING HANGER 7.000 SS 23.0 24.0
CASING JOINT(S) 7.000 N-80 23.00 24.0 27.2
CASING JOINT(S) 7.000 K-55 23.00 27.2 5,525.7
CASING JOINT(S) 7.000 P-110 23.00 5,525.7 5,650.6
CASING JOINT(S) 7.000 HC-P11023.00 5,650.6 6,878.2
CASING JOINT(S) 7.000 HC-P11023.00 6,878.2 6,915.4
FLOAT COLLAR 7.000 N-80 23.00 6,915.4 6,917.0
CASING JOINT(S) 7.000 HC-P11023.00 6,917.0 7,001.4
FLOAT SHOE 7.000 N-80 23.00 7,001.4 7,003.0

LINER Report Date: 10/24/2004 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK RECEPTACLE7.000 N-80 23.00 6,768.0 6,774.0
7.000 N-80 23.00 6,774.0 6,781.0

LINER HANGER 7.000 N-80 23.00 6,781.0 6,788.2
CASING JOINT(S) 5.000 N-80 15.00 6,788.2 8,456.4
LANDING COLLAR 5.000 N-80 15.00 8,456.4 8,458.7
CASING JOINT(S) 5.000 N-80 15.00 8,458.7 8,505.9
FLOAT COLLAR 5.000 N-80 15.00 8,505.9 8,508.2
CASING JOINT(S) 5.000 N-80 15.00 8,508.2 8,555.3
FLOAT SHOE 5.000 N-80 15.00 8,555.3 8,558.0

TUBING STRING Report Date: 5/5/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 23.0 23.6
FATNIP 23.6 24.8

PUPJNT 24.8 30.0
TBGJNT 30.0 2,301.5

GLM-V 2,301.5 2,310.3
TBGJNT 2,310.3 4,208.7

GLM-V 4,208.7 4,217.5
TBGJNT 4,217.5 5,628.9

GLM-V 5,628.9 5,637.8
TBGJNT 5,637.8 6,706.2

GLM-V 6,706.2 6,714.8
TBGJNT 6,714.8 6,746.2
PNIP-O 6,746.2 6,747.3

TBGJNT 6,747.3 6,778.8
SA 6,778.8 6,779.4

PLUG BACK Report Date: 11/14/2004 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 8,538.0 8,558.0

Well:  377XH-35S         S/T/R: 35S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 1280 cf 
Hole Size:  12.25"
Top Job:  No
Rtns to Sfc:  22 bbl
TOC:  Sfc
- - -

Interm Csg. Cmt Vol.: 
Hole Size: 
Top Job: 
Rtns to Sfc: 
TOC: 
- - -

Prod. Csg. Cmt Vol.:  1316 cf
Hole Size:  8.75"
Top Job:  No
Rtns to Sfc:  5 bbl
TOC:  Sfc
- - -

Liner Cmt Vol.: 338 cf
Hole Size:  6.25"
Top Job:  No
Rtns to Sfc:  No
TTOC:  TOL
- - -
Top of Formation:
UBA: N/A
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


