
Event: WELL MAINT - RIGLESS
Event End: 6/3/2008 00:00

Sec. Reason:
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

378-33S
Wellbore: ST1

PBMD: 7,400.0ft
Btm TMD: 7,555.0ft

Spud Date: 5/11/1993 00:00
BH Coord X: 6,144,459.29uss ft
BH Coord Y: 2,287,053.17uss ft

(ft)
Casing Shoes

60.0

3,225.0

310.0

7,545.0

Schematic (7/1/2008) Openings Top/Btm/Type/Status

6,775.0ft, 6,840.0ft, PERFORATED, ISOLATED

6,870.0ft, 6,955.0ft, PERFORATED, OPEN

6,980.0ft, 7,020.0ft, PERFORATED, OPEN

7,050.0ft, 7,120.0ft, PERFORATED, OPEN

7,140.0ft, 7,230.0ft, PERFORATED, OPEN

7,256.0ft, 7,330.0ft, PERFORATED, OPEN

Ground Level: 982.8ft
Datum: ORIGINAL KB @ 1,002.76ft (default)

API No.: 0403000738

CONDUCTOR CASING Report Date: 5/11/1993 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 20.0 60.0

INTERMEDIATE CASING Report Date: 6/12/1993 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 20.0 3,225.0

SURFACE CASING Report Date: 6/7/1993 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 K-55 54.50 20.0 310.0

PRODUCTION CASING Report Date: 7/2/1993 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 L-80 29.00 20.0 1,343.2
CASING JOINT(S) 7.000 K-55 26.00 1,343.2 6,216.8
CASING JOINT(S) 7.000 N-80 26.00 6,216.8 6,612.1
FLAG JOINT 7.000 N-80 26.00 6,612.1 6,635.7
CASING JOINT(S) 7.000 N-80 26.00 6,635.7 7,461.4
FLOAT COLLAR 7.000 N-80 26.00 7,461.4 7,463.6
CASING JOINT(S) 7.000 N-80 26.00 7,463.6 7,542.9
GUIDE SHOE 7.000 N-80 26.00 7,542.9 7,545.0

TUBING STRING Report Date: 9/25/2001 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 20.0 20.6
PUPJNT 20.6 37.5
TBGJNT 37.5 2,250.5

GLM-V 2,250.5 2,258.9
TBGJNT 2,258.9 3,952.4

GLM-V 3,952.4 3,960.8
TBGJNT 3,960.8 5,144.3

GLM-V 5,144.3 5,152.8
TBGJNT 5,152.8 6,089.8

GLM-V 6,089.8 6,098.2
TBGJNT 6,098.2 6,687.4

GLM-V 6,687.4 6,695.8
TBGJNT 6,695.8 6,727.3

SA 6,727.3 6,727.9
PKR-S 6,727.9 6,733.9

TBGJNT 6,733.9 6,824.6
SS-O 6,824.6 6,827.8

TBGJNT 6,827.8 6,858.6
PKR-S 6,858.6 6,863.0

TBGJNT 6,863.0 7,024.6
SS-O 7,024.6 7,027.8

PUPJNT 7,027.8 7,037.9
SA 7,037.9 7,038.4

PKR-S 7,038.4 7,042.8
PUPJNT 7,042.8 7,047.0

XO 7,047.0 7,047.7
PUPJNT 7,047.7 7,053.7
NOGO-O 7,053.7 7,054.9
PUPJNT 7,054.9 7,059.1
SHRSUB 7,059.1 7,059.5
BELCOL 7,059.5 7,059.9

PLUG BACK Report Date: 5/18/2001 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,336.0 7,400.0

PLUG BACK Report Date: 8/28/1993 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,400.0 7,545.0

PLUG BACK Report Date: 7/2/1993 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,545.0 7,555.0

Well:  378-33S      S/T/R: 33S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 450 cf
Hole Size: 17.5"
Top Job:  no
Rtns to Sfc: 85 cf
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1650 cf
Hole Size: 12.25"
Top Job: no
Rtns to Sfc: 15 cf 
TOC: sfc
- - -

Prod. Csg. Cmt Vol.: 2150 cf
Hole Size: 8.75"
Top Job: 150 cf
Rtns to Sfc: no
TTOC: 5734' per cement bond log
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 6766'
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


