Event:

Event End:

Sec. Reason:

End Status:

Well Classification:

WELL MAINT - RIG
1/29/2009 00:00

LOW PRODUCTION
FINISHED - SUCCESS
DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

382-35S

Ground Level: 552.2ft

Datum: ORIGINAL KB @ 575.20ft (default)

API No.: 0403026817

ORIGINAL HOLE
8,069.9ft
Btm TMD: 8,176.0ft
Spud Date: 3/3/2005 00:00
BH Coord X: 6,155,325.20uss ft
BH Coord Y: 2,289,405.59uss ft

Wellbore:
PBMD:

Casing
Shoes (ft)|

Schematic (2/1/2009)

Openings Top/Btm/Type/Status

ROD STRING  Report Date: 1/29/2009 00:00

CONDUCTOR CASING  Report Date: 2/23/2005 00:00

Component

POLRDL
ROD
COROD
COROD
COROD
COROD
RSTBAR
ON-OFF
RSTBAR
ROD
INSPMP

Top MD (ft)

0.0
36.0
66.0

1,165.0
2,655.0
7,291.0
7,595.0
7,599.0
7,600.0
7,604.0
7,694.0

Btm MD (ft)

36.0

66.0
1,165.0
2,655.0
7,291.0
7,595.0
7,599.0
7,600.0
7,604.0
7,694.0
7,724.0

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 14.000 23.0 63.0

SURFACE CASING Report Date: 3/4/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S)9.625 K-55 36.00 23.0 1,148.7
9.625 K-55 36.00 1,148.7 1,148.7
CASING JOINT(S)9.625 K-55 36.00 1,148.7 1,195.0
GUIDE SHOE 9.625 K-55 36.00 1,195.0 1,196.0

TUBING STRING Report Date: 4/5/2007 00:00

PRODUCTION CASING Report Date: 3/16/2005 00:00

Component

TH-DBB
FATNIP
TBGINT
AC
TBGJINT
PMPSH
TBGINT
STCOLL

7,186.0ft, 7,236.0ft, PERFORATED, OPH|

7,254.0ft, 7,276.0ft, PERFORATED, OPH|

- 7,504.0ft, 7,528.0ft, PERFORATED, OPH|

7,574.0ft, 7,584.0ft, PERFORATED, OPE|

8,166.0

7,596.0ft, 7,646.0ft, PERFORATED, OPH}

- 7,836.0ft, 7,848.0ft, PERFORATED, OPH]
7,855.0ft, 7,866.0ft, PERFORATED, OPH|
7,888.0ft, 7,905.0ft, PERFORATED, OPE|
7,915.0ft, 7,924.0ft, PERFORATED, OPH}
7,928.0ft, 7,949.0ft, PERFORATED, OPE|
7,958.0ft, 7,995.0ft, PERFORATED, OPH}
8,012.0ft, 8,035.0ft, PERFORATED, OPH|

Top MD (ft)

23.0
238
24.5
6,833.3
6,835.6
7,746.6
7,747.3
7,778.8

Btm MD (ft)

23.8

245
6,833.3
6,835.6
7,746.6
7,747.3
7,778.8
7,779.2

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S)7.000 J-55 23.00 23.0 4,871.8
CASING JOINT(S) 7.000 N-80 26.00 4,871.8 8,069.9
FLOAT COLLAR 7.000 N-80 26.00 8,069.9 8,070.8
CASING JOINT(S)7.000 N-80 26.00 8,070.8 8,164.8
FLOAT SHOE 7.000 N-80 26.00 8,164.8 8,166.0

Well: 382-35S  S/T/R: 355/30S/24E

CASING CEMENT DETAIL
Sfc Csg. Cmt Vol: 1704 cuft
Hole Size: 12.250"

Top Job: No

Rtns to Sfc: 115 cuft

TOC: Surface

Interm Csg. Cmt Vol:
Hole Size:

Top Job:

Rtns to Sfc:

TOC:

Prod. Csg. Cmt Vol: 2326 cuft
Hole Size: 8.750"

Top Job: No

Rtns to Sfc: Yes

TTOC: Surface

Liner Cmt Vol:
Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: 8038"

BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




