
Event: WELL ENHANCEMENT
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC384-34S
Wellbore: ORIGINAL HOLE

PBMD: 7,235.0ft
Btm TMD: 7,307.0ft

Spud Date: 6/21/1950 00:00
BH Coord X: 6,150,294.20uss ft
BH Coord Y: 2,289,587.92uss ft

Shoes (ft)
Casing

38.0

196.0

3,492.0

7,307.0

Schematic (2/1/2007) Openings Top/Btm/Type/Status

6,300.0ft, 6,301.0ft, WSO PERFS, SQUEEZED

6,415.0ft, 6,525.0ft, PERFORATED, SQUEEZED

6,550.0ft, 6,590.0ft, PERFORATED, SQUEEZED

6,615.0ft, 6,695.0ft, PERFORATED, SQUEEZED

6,715.0ft, 6,805.0ft, PERFORATED, SQUEEZED

6,830.0ft, 6,875.0ft, PERFORATED, SQUEEZED

6,900.0ft, 6,985.0ft, PERFORATED, OPEN
6,900.1ft, 6,985.1ft, PERFORATED, OPEN

6,995.0ft, 7,050.0ft, PERFORATED, OPEN
6,995.1ft, 7,050.1ft, PERFORATED, OPEN

7,065.0ft, 7,145.0ft, PERFORATED, OPEN
7,065.1ft, 7,145.1ft, PERFORATED, OPEN

7,160.0ft, 7,200.0ft, PERFORATED, OPEN
7,160.1ft, 7,200.1ft, PERFORATED, OPEN

Ground Level: 721.0ft
Datum: ORIGINAL KB @ 731.00ft (default)

API No.: 0402927668

CONDUCTOR CASING Report Date: 6/21/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 10.0 38.0

SURFACE CASING Report Date: 7/23/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 10.0 194.0
GUIDE SHOE 16.000 H-40 194.0 195.0

INTERMEDIATE CASING Report Date: 7/31/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 10.0 43.0
CASING JOINT(S) 10.750 J-55 40.50 43.0 2,008.0
CASING JOINT(S) 10.750 J-55 45.50 2,008.0 3,491.0
GUIDE SHOE 10.750 45.50 3,491.0 3,492.0

PRODUCTION CASING Report Date: 9/28/1950 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 10.0 72.0
CASING JOINT(S) 7.000 N-80 23.00 72.0 5,847.0
CASING JOINT(S) 7.000 N-80 26.00 5,847.0 7,306.0
FLOAT COLLAR 7.000 N-80 26.00 7,306.0 7,307.0

ROD STRING Report Date: 1/14/2007 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 30.0
PNYROD 30.0 38.0

ROD 38.0 3,128.0
ROD 3,128.0 6,406.0

R-4PER 6,406.0 6,886.0
RSTBAR 6,886.0 6,890.0
INSPMP 6,890.0 6,914.0

TUBING STRING Report Date: 8/16/2006 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 10.0 10.6
TBGJNT 10.6 6,692.6

AC 6,692.6 6,695.0
TBGJNT 6,695.0 6,880.1

STNIP 6,880.1 6,881.2
PERFJT 6,881.2 6,885.3
TBGJNT 6,885.3 6,946.1
BULPLG 6,946.1 6,946.7

PLUG BACK Report Date: 9/30/1950 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,235.0 7,307.0

Well:  384-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:   450 sks
Hole Size:   (16" Casing)
Top Job:  NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Interm Csg. Cmt Vol.:  750 sks
Hole Size:    15" (10-3/4" Casing)
Top Job:  NO
Rtns to Sfc:  NO
TTOC:  1902'
- - -

Prod. Csg. Cmt Vol.:   500 sks
Hole Size:  9-3/4" (7" Casing)
Top Job:  NO
Rtns to Sfc:   NO
TTOC:  4729'
- - -

Liner Cmt Vol.:  NONE
Hole Size:      
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA:  6892'
BLW:  7273'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


