
Event: WELL MAINT - RIGLESS
Event End: 3/17/2008 00:00

Sec. Reason:

OCCIDENTAL OF ELK HILLS INC

384-4G
Wellbore: ORIGINAL HOLE

PBMD: 7,130.0ft
Btm TMD: 7,967.0ft

Spud Date: 5/25/1951 00:00
BH Coord X: 6,145,185.89uss ft
BH Coord Y: 2,284,375.13uss ft

Shoes (ft)
Casing

39.0

207.0

3,280.0

7,504.0

6,990.6

7,577.0

7,963.4

Schematic (4/1/2008) Openings Top/Btm/Type/Status

6,350.0ft, 6,351.0ft, WSO PERFS, SQUEEZED

6,970.0ft, 6,975.0ft, PERFORATED, OPEN

6,975.0ft, 6,993.0ft, PERFORATED, OPEN

7,009.0ft, 7,012.0ft, PERFORATED, OPEN

7,020.0ft, 7,025.0ft, PERFORATED, OPEN
7,026.0ft, 7,034.0ft, PERFORATED, OPEN

7,045.0ft, 7,050.0ft, PERFORATED, OPEN
7,046.0ft, 7,056.0ft, PERFORATED, OPEN
7,072.0ft, 7,078.0ft, PERFORATED, OPEN

7,135.0ft, 7,140.0ft, PERFORATED, SQUEEZED

7,270.0ft, 7,360.0ft, PERFORATED, SQUEEZED

7,295.0ft, 7,360.0ft, PERFORATED, ABANDONED

7,375.0ft, 7,430.0ft, PERFORATED, ABANDONED

7,445.0ft, 7,490.0ft, PERFORATED, ABANDONED

7,602.0ft, 7,630.0ft, PERFORATED, ISOLATED
7,638.0ft, 7,646.0ft, PERFORATED, ISOLATED
7,649.0ft, 7,668.0ft, PERFORATED, ISOLATED

7,690.0ft, 7,728.0ft, PERFORATED, ISOLATED

7,744.0ft, 7,747.0ft, PERFORATED, ISOLATED

7,781.0ft, 7,800.0ft, PERFORATED, ISOLATED

7,814.0ft, 7,828.0ft, PERFORATED, ISOLATED

Ground Level: 1,002.0ft
Datum: ORIGINAL KB @ 1,011.00ft (default)

API No.: 0402929072

CONDUCTOR CASING Report Date: 5/25/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 26.000 9.0 39.0

SURFACE CASING Report Date: 7/26/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 H-40 65.00 9.0 207.0

INTERMEDIATE CASING Report Date: 7/31/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 J-55 45.50 9.0 23.0
CASING JOINT(S) 10.750 J-55 40.50 23.0 2,014.0
CASING JOINT(S) 10.750 J-55 45.50 2,014.0 3,280.0

PRODUCTION CASING Report Date: 8/31/1951 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 9.0 65.0
CASING JOINT(S) 7.000 N-80 23.00 65.0 5,812.0
CASING JOINT(S) 7.000 N-80 26.00 5,812.0 7,504.0

LINER TIE-BACK Report Date: 2/18/2003 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

TIE BACK RECEPTACLE5.250 6,972.0 6,979.0
CROSSOVER 5.000 6,979.0 6,980.0
LINER HANGER PACKER5.000 6,980.0 6,982.8
LINER TIEBACK SEAL ASSEMBLY5.250 6,982.8 6,990.6

LINER Report Date: 12/11/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER 6.276 N-80 15.00 7,151.2 7,158.4
CASING JOINT(S) 5.000 N-80 15.00 7,158.4 7,527.9
CASING JOINT(S) 5.000 N-80 15.00 7,527.9 7,574.2
FLOAT SHOE 5.000 N-80 15.00 7,574.2 7,577.0

INNER LINER Report Date: 12/18/2002 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

PUP JOINT 3.500 N-80 9.30 6,983.0 6,993.0
LINER HANGER PACKER6.276 N-80 9.30 6,993.0 7,002.5
LINER HANGER 6.276 N-80 9.30 7,002.5 7,008.8
PBR 3.500 N-80 9.30 7,008.8 7,011.8
CROSSOVER 3.500 N-80 9.30 7,011.8 7,013.4
CASING JOINT(S) 3.500 N-80 9.30 7,013.4 7,929.6
LANDING COLLAR 3.500 N-80 9.30 7,929.6 7,930.8
CASING JOINT(S) 3.500 N-80 9.30 7,930.8 7,960.4
FLOAT SHOE 3.500 N-80 9.30 7,960.4 7,963.4

TUBING STRING Report Date: 12/18/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 9.0 9.7
PUPJNT 9.7 11.4

CAS 11.4 6,867.6
ON-OFF 6,867.6 6,870.7

PKR 6,870.7 6,878.1
PUPJNT 6,878.1 6,884.2
PRONIP 6,884.2 6,885.5
PUPJNT 6,885.5 6,891.7
WLREG 6,891.7 6,892.2

PLUG BACK Report Date: 11/28/2007 00:00

Component Top MD (ft) Btm MD (ft)

BP-DR 7,130.0 7,133.0

PLUG BACK Report Date: 4/9/2003 00:00

Component Top MD (ft) Btm MD (ft)

FILL 7,841.0 7,878.0

PLUG BACK Report Date: 2/27/2003 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,878.0 7,963.4

PLUG BACK Report Date: 12/18/2002 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,963.4 7,967.0

Well:  384-4G           S/T/R: 4G/31S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 590 (calc 500sx O)
Hole Size :  22"
Top Job:  no
Rtns to Sfc :  yes
TOC :  sfc
- - -
Interm Csg. Cmt Vol.: 690 (calc 600sx C)
Hole Size :  15"
Top Job:  no
Rtns to Sfc ):  not recorded
TTOC : 2124' 
- - -
Prod. Csg. Cmt Vol.:  590 (calc 500sx S)
Hole Size :  9.75"
Top Job:  no
Rtns to Sfc: not recorded 
TTOC:  5155'
- - -
Liner Cmt Vol.: 56.2 cf (calc 10 bbl TXI)
Hole Size:  7"
Top Job:  no
Rtns to Sfc:  reversed out cmt
TOC:  TOL
- - -
Inner Liner Cmt:  112.3 cf (calc 20 bbl TXI)
Hole Size:  5.25""
Top Job:  no
Rtns to Sfc: reverse out cmt
TOC:  TOL
- - -
Top of Formation: 
UBA: 7272'
BLW: 7889'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC) 
                      


