OCCIDENTAL OF ELK HILLS INC ng’&fg 7055'3'(')“?'- HOLE
Event: ART LIFT REVISION - 7,294,
Event End: 4/5/2008 00:00 85 348 Btm TMD: 7,346.71t
Sec. Reason: REPERFORATE Spud Date: 6/1/1982 00:00
End Status: FINISHED - SUCCESS Ground Level: 814.0ft BH Coord X: 6,150,695.86uss ft
Well Classification: DEVELOPMENT Datum: ORIGINAL KB @ 828.00ft (default) BH Coord Y: 2,288,976.45uss ft
API No.: 0402967097
Casing Schematic (4/5/2008 Openings Top/Btm/Type/Stat
Shoes (ft) chematic ( ) penings TopBimiTypelStaius ROD STRING  Report Date: 4/4/2008 00:00 CONDUCTOR CASING  Report Date: 6/7/1982 00:00
Component  Top MD (ft)  Btm MD (ft) Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
POLROD 0.0 36.0 CASING JOINT(S) 20.000 14.0 53.0
PNYROD 36.0 46.0
ROD 46.0 3,316.0 SURFACE CASING  Report Date: 6/23/1982 00:00
ROD 3,316.0 4,996.0
R-4PER 4,996.0 5,896.0 Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
ROD 5,896.0 7,096.0
RSTBAR 7,096.0 7,100.0 CASING JOINT(S) 13.275 14.0 314.0
INSPMP 7,100.0 7,130.0

6,815.0ft, 6,895.0ft,
6,920.0ft, 6,946.0ft,
6,971.0ft, 7,020.0ft,

7,045.0ft, 7,115.0ft,

7,110.0ft, 7,118.0ft,
7,110.0ft, 7,118.0ft,
7,125.0ft, 7,132.0ft,
7,125.0ft, 7,152.0ft,
7,132.0ft, 7,152.0ft,

7,140.0ft, 7,185.0ft,

7,157.0ft, 7,163.0ft,
7,157.0ft, 7,170.0ft,
7,163.0ft, 7,168.0ft,
7,168.0ft, 7,190.0ft,
7,170.0ft, 7,190.0ft,
7,196.0ft, 7,200.0ft,
7,200.0ft, 7,210.0ft,
7,196.0ft, 7,216.0ft,
7,210.0ft, 7,216.0ft,

7,205.0ft, 7,270.0ft,

7,222.0ft, 7,238.0ft,
7,222.0ft, 7,238.0ft,
7,242.0ft, 7,254.0ft,
7,242.0ft, 7,254.0ft,

[TUBING STRING

Report Date: 4/3/2008 00:0

INTERMEDIATE CASING Report Date: 6/28/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,236.0

PRODUCTION CASING Report Date: 7/14/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
CASING JOINT(S) 7.000 K-55 26.00 14.0 77.0
CASING JOINT(S) 7.000 K-55 23.00 77.0 5,075.6
CASING JOINT(S) 7.000 K-55 26.00 5,075.6 6,300.1
FLAG JOINT 7.000 K-55 26.00 6,300.1 6,317.8
CASING JOINT(S) 7.000 K-55 26.00 6,317.8 7,303.8
FLOAT COLLAR 7.000 K-55 26.00 7,303.8 7,306.4
CASING JOINT(S) 7.000 K-55 26.00 7,306.4 7,349.0
GUIDE SHOE 7.000 K-55 26.00 7,349.0 7,350.0

PERFORATED, ABANDQ

PERFORATED, ABANDQ

PERFORATED, ABANDQ

PERFORATED, ABANDQ

PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE

PERFORATED, ABANDQ

PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE
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PERFORATED, OPE
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PERFORATED, OPE
PERFORATED, OPE
PERFORATED, OPE

Component  Top MD (ft)  Btm MD (ft)
TH-DBB 14.0 14.7
FATNIP 14.7 15.3

CAS 153 6,390.9

AC 6,390.9 6,393.2

CAS 6,393.2 6,456.4

X0 6,456.4 6,457.5

CAS 6,457.5 7,155.4

STNIP 7,155.4 7,156.4

CAS 7,156.4 7,188.0

STCOLL 7,188.0 7,188.4
PLUG BACK Report Date: 6/21/2002 00:00

Component  Top MD (ft) ~ Btm MD (ft)

FILL 7,254.0 7,274.0

PLUG BACK Report Date: 3/30/2002 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 7,274.0 7,302.1

PLUG BACK Report Date: 3/26/2002 00:00
Component  Top MD (ft)  Btm MD (ft)
CEMENT 7,302.1 7,304.0

PLUG BACK Report Date: 9/28/1982 00:00
Component  Top MD (ft) ~ Btm MD (ft)
CEMENT 7,304.0 7,350.0

INNER LINER Report Date: 3/26/2002 00:00
Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
LINER HANGER PAERER P-110 18.00 6,497.0 6,510.0
SEAL NIPPLE 5.000 P-110 18.00 6,510.0 6,512.8
LINER HANGER  5.000 P-110 18.00 6,512.8 6,519.1
CASING JOINT(S) 5.000 P-110 18.00 6,519.1 7,253.4
LANDING COLLAR 5.000 P-110 18.00 7,253.4 7,254.9
FLOAT COLLAR 5.000 P-110 18.00 7,254.9 7,256.4
CASING JOINT(S) 5.000 P-110 18.00 7,256.4 7,300.2
SET SHOE 5.000 P-110 18.00 7,300.2 7,302.1

Well: 385-34S  S/T/R: 34S/30S/24E

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 500 cf

Hole Size: 17-1/2" (13-3/8" Casing)
Top Job: No

Rtns to Sfc: YES

TTOC: NA

Interm Csg. Cmt Vol.: 2010 cf
Hole Size: 12-1/4" (9-5/8" Casing)
Top Job: NO

Rtns to Sfc: YES

TTOC: NA

Prod. Csg. Cmt Vol.: 1650 cf
Hole Size: 8-3/4" (7" Casing)
Top Job: NO

Rtns to Sfc: NO

TTOC: Surface

Liner Cmt Vol.: 90 cf
Hole Size: 7" (5" Casing)
Top Job: NO

Rtns to Sfc: NO

TTOC: 6979'

Top of Formation:

UBA: 6809'

BLW: 7296'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)




