Event

: WELL MAINT - RIGLESS

Event End:

Sec. Reason:

End Status:

Well Classification:

DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

Ground Level: 674.4ft

85-35S

Datum: ORIGINAL KB @ 697.40ft (default)
APl No.: 0403024784

Casing
Shoes (ft)

Schematic (9/10/2009)

Openings Top/Btm/Type/Status

Wellbore:
PBMD:

Btm TMD:
Spud Date:
BH Coord X:
BH Coord Y:

ORIGINAL HOLE
7,375.0ft

7,396.0ft
10/30/2004 00:00
6,155,707.35uss ft
2,288,857.69uss ft
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6,717.0ft, 6,720.0ft, PERFORATED, OPEI
6,730.0ft, 6,735.0ft, PERFORATED, OPE
6,754.0ft, 6,768.0ft, PERFORATED, OPE
6,838.0ft, 6,845.0ft, PERFORATED, OPE
6,856.0ft, 6,930.0ft, PERFORATED, OPE
7,094.0ft, 7,104.0ft, PERFORATED, OPE
7,157.0ft, 7,175.0ft, PERFORATED, OPEI
7,198.0ft, 7,203.0ft, PERFORATED, OPE
7,214.0ft, 7,242.0ft, PERFORATED, OPE!
7,285.0ft, 7,346.0ft, PERFORATED, OPE!

CASING CEMENT DETAIL

Sfc Csg. Cmt Vol.: 1485 cf

Hole Size: 12.25"
Top Job: no

Rtns to Sfc: 35 bbls
TOC: sfc

Interm Csg. Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:

TOC:

Prod. Csg. Cmt Vol.: 1573 cf

Hole Size: 8.75"
Top Job: no
Rtns to Sfc: 1 bbl
TOC: sfc

Liner Cmt Vol.:
Hole Size:

Top Job:

Rtns to Sfc:
TTOC:

Top of Formation:
UBA: NA

BLW: NA

Volume Behind Pipe:
1.3 Yield Assumed

Theoretical Calculations (TTOC)

TJUBING STRING Report Date: 11/29/2004 00:0 CONDUCTOR CASING Report Date: 6/25/2004 00:00
Component  Top MD (ft) ~ Btm MD (ft) Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
TH-DBB 23.0 23.8 CASING JOINT(S) 14.000 23.0 63.0
FATNIP 23.8 24.4
TBGJINT 24.4 2,208.3 SURFACE CASING Report Date: 11/2/2004 00:00
GLM-V 2,208.3 2,216.7
TBGJINT 2,216.7 3,895.1 Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
GLM-V 3,895.1 3,903.9
TBGJINT 3,903.9 5,153.3 CASING JOINT(S) 9.625 K-55 36.00 23.0 3,176.6
GLM-V 5,153.3 5,162.2 FLOAT COLLAR 9.625 K-55 36.00 3,176.6 3,177.5
TBGINT 5,162.2 6,005.6 CASING JOINT(S) 9.625 K-55 36.00 3,177.5 3,199.0
GLM-V 6,005.6 6,014.3 GUIDE SHOE 9.625 K-55 36.00 3,199.0 3,200.0
TBGJINT 6,014.3 6,641.2
GLM-V 6,641.2 6,649.7 PRODUCTION CASING Report Date: 11/10/2004 00:00
TBGJINT 6,649.7 6,681.0
ON-OFF 6,681.0 6,682.5 Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)
PKR-S 6,682.5 6,686.5
PUPJNT 6,686.5 6,690.6 CASING JOINT(S) 7.000 K-55 23.00 23.0 5,460.6
PNIP-C 6,690.6 6,691.6 CASING JOINT(S) 7.000 N-80 23.00 5,460.6 6,069.0
PUPJNT 6,691.6 6,695.6 CASING JOINT(S) 7.000 P-110 23.00 6,069.0 6,158.3
WLREG 6,695.6 6,696.1 CASING JOINT(S) 7.000 N-80 26.00 6,158.3 7,296.2
FLOAT COLLAR 7.000 N-80 26.00 7,296.2 7,297.7
CASING JOINT(S) 7.000 N-80 26.00  7,297.7 7,392.3
FLOAT SHOE 7.000 N-80 26.00 7,392.3 7,394.0
Well: 385-35S  S/T/R: 35S/30S/24E




