
Event: WELL MAINT - RIG
Event End: 11/19/2008 00:00

Sec. Reason: BODY BREAK
End Status: FINISHED - SUCCESS

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

385X-33S
Wellbore: ST1

PBMD: 7,610.0ft
Btm TMD: 7,668.0ft

Spud Date: 8/1/1982 00:00
BH Coord X: 6,145,290.36uss ft
BH Coord Y: 2,288,985.40uss ft

Shoes (ft)
Casing

54.0

332.2

3,214.2

7,660.0

Schematic (12/1/2008) Openings Top/Btm/Type/Status

6,557.0ft, 6,578.0ft, PERFORATED, OPEN

6,587.0ft, 6,594.0ft, PERFORATED, OPEN

6,608.0ft, 6,615.0ft, PERFORATED, OPEN

6,620.0ft, 6,627.0ft, PERFORATED, OPEN

6,627.0ft, 6,634.0ft, PERFORATED, OPEN

6,646.0ft, 6,662.0ft, PERFORATED, OPEN

6,672.0ft, 6,684.0ft, PERFORATED, OPEN

6,762.0ft, 6,768.0ft, PERFORATED, OPEN

6,772.0ft, 6,778.0ft, PERFORATED, OPEN

6,789.0ft, 6,794.0ft, PERFORATED, OPEN

6,816.0ft, 6,837.0ft, PERFORATED, OPEN

6,848.0ft, 6,855.0ft, PERFORATED, OPEN

6,855.0ft, 6,862.0ft, PERFORATED, OPEN

6,862.0ft, 6,882.0ft, PERFORATED, OPEN

6,892.0ft, 6,942.0ft, PERFORATED, OPEN

6,972.0ft, 7,002.0ft, PERFORATED, OPEN

7,022.0ft, 7,030.0ft, PERFORATED, OPEN

7,050.0ft, 7,058.0ft, PERFORATED, OPEN

7,058.0ft, 7,105.0ft, PERFORATED, OPEN

7,135.0ft, 7,210.0ft, PERFORATED, OPEN

7,240.0ft, 7,260.0ft, PERFORATED, OPEN

7,285.0ft, 7,340.0ft, PERFORATED, OPEN

7,420.0ft, 7,440.0ft, REPERFORATED, OPEN
7,420.0ft, 7,440.0ft, PERFORATED, OPEN

7,460.0ft, 7,505.0ft, PERFORATED, OPEN
7,460.0ft, 7,480.0ft, PERFORATED, OPEN

7,485.0ft, 7,505.0ft, PERFORATED, OPEN

Ground Level: 937.0ft
Datum: ORIGINAL KB @ 951.00ft (default)

API No.: 0402967346

CONDUCTOR CASING Report Date: 8/18/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 20.000 14.0 54.0

SURFACE CASING Report Date: 8/28/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 13.375 H-40 48.00 14.0 329.8
GUIDE SHOE 13.375 329.8 331.0

INTERMEDIATE CASING Report Date: 9/1/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 40.00 14.0 3,211.8
GUIDE SHOE 9.625 3,211.8 3,213.0

PRODUCTION CASING Report Date: 9/18/1982 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 14.0 76.8
CASING JOINT(S) 7.000 K-55 23.00 76.8 5,003.1
CASING JOINT(S) 7.000 K-55 26.00 5,003.1 6,378.7
FLAG JOINT 7.000 K-55 26.00 6,378.7 6,404.8
FLAG JOINT 7.000 K-55 26.00 6,404.8 6,420.0
CASING JOINT(S) 7.000 K-55 26.00 6,420.0 6,662.9
CASING JOINT(S) 7.000 N-80 26.00 6,662.9 7,610.5
FLOAT COLLAR 7.000 N-80 7,610.5 7,613.0
CASING JOINT(S) 7.000 N-80 26.00 7,613.0 7,657.9
FLOAT SHOE 7.000 N-80 7,657.9 7,660.0

ROD STRING Report Date: 11/19/2008 00:00

Component Top MD (ft) Btm MD (ft)

POLROD 0.0 36.0
POLRDL 36.0 36.0
PNYROD 36.0 46.0

ROD 46.0 2,836.0
ROD 2,836.0 5,326.0

R-4PER 5,326.0 6,976.0
RSTBAR 6,976.0 6,980.0
INSPMP 6,980.0 7,010.0

TUBING STRING Report Date: 11/19/2008 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 14.0 14.6
FATNIP 14.6 15.3

TBGJNT 15.3 5,790.0
AC 5,790.0 5,792.4

TBGJNT 5,792.4 7,009.9
STNIP 7,009.9 7,011.0

TBGJNT 7,011.0 7,042.5
STCOLL 7,042.5 7,042.9

PLUG BACK Report Date: 11/18/1983 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,610.0 7,660.0

PLUG BACK Report Date: 9/18/1982 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,660.0 7,668.0

Well:  385X-33S      S/T/R: 33S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 500 cf
Hole Size: 17.5"
Top Job:  no
Rtns to Sfc: 80 cf
TOC: sfc
- - -

Interm Csg. Cmt Vol.: 1530 cf
Hole Size: 12.25"
Top Job: 20 sks cmt
Rtns to Sfc: no
TTOC: sfc 
- - -

Prod. Csg. Cmt Vol.: 1790 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: no 
TTOC: sfc
- - -

Liner Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc :
TTOC:
- - -
Top of Formation:
UBA: 7075'
BLW: 7525'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


