
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:
End Status:

Well Classification: DEVELOPMENT

OCCIDENTAL OF ELK HILLS INC

385X-34S
Wellbore: ORIGINAL HOLE

PBMD: 7,335.0ft
Btm TMD: 7,433.0ft

Spud Date: 12/9/2000 00:00
BH Coord X: 6,150,794.20uss ft
BH Coord Y: 2,288,657.88uss ft

Shoes (ft)
Casing

61.0

1,091.7

7,288.2
7,427.0

Schematic (12/1/2008) Openings Top/Btm/Type/Status

6,697.0ft, 6,728.0ft, PERFORATED, OPEN
6,728.0ft, 6,743.0ft, PERFORATED, OPEN

6,785.0ft, 6,800.0ft, PERFORATED, OPEN
6,808.0ft, 6,822.0ft, PERFORATED, OPEN
6,828.0ft, 6,843.0ft, PERFORATED, OPEN

6,884.0ft, 6,904.0ft, PERFORATED, OPEN

7,107.0ft, 7,124.0ft, PERFORATED, SQUEEZED
7,107.0ft, 7,124.0ft, PERFORATED, OPEN
7,140.0ft, 7,150.0ft, PERFORATED, SQUEEZED
7,140.0ft, 7,199.0ft, PERFORATED, OPEN
7,150.0ft, 7,200.0ft, PERFORATED, SQUEEZED
7,199.0ft, 7,202.0ft, PERFORATED, OPEN
7,213.0ft, 7,222.0ft, PERFORATED, SQUEEZED
7,213.0ft, 7,222.0ft, PERFORATED, OPEN

7,228.0ft, 7,284.0ft, PERFORATED, SQUEEZED

7,228.0ft, 7,230.0ft, PERFORATED, OPEN
7,230.0ft, 7,240.0ft, PERFORATED, OPEN

7,240.0ft, 7,284.0ft, PERFORATED, OPEN

Ground Level: 843.6ft
Datum: ORIGINAL KB @ 864.60ft (default)

API No.: 0403017041

CONDUCTOR CASING Report Date: 12/7/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 49.70 21.0 61.0

SURFACE CASING Report Date: 12/10/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 K-55 36.00 21.0 1,016.5
9.625 1,016.5 1,016.5

CASING JOINT(S) 9.625 K-55 36.00 1,016.5 1,063.8
GUIDE SHOE 9.625 1,063.8 1,065.0

PRODUCTION CASING Report Date: 8/4/2005 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER6.250 7,062.0 7,071.8
CASING JOINT(S) 6.250 15.30 7,071.8 7,111.5
CASING JOINT(S) 6.250 15.30 7,111.5 7,151.1
CASING JOINT(S) 6.250 15.30 7,151.1 7,190.7
CASING JOINT(S) 6.250 15.30 7,190.7 7,230.0
CASING JOINT(S) 6.250 15.30 7,230.0 7,269.7
LINER HANGER PACKER6.250 7,269.7 7,288.2

PRODUCTION CASING Report Date: 1/2/2001 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 N-80 26.00 21.0 77.9
CASING JOINT(S) 7.000 N-80 23.00 77.9 2,838.6
CASING JOINT(S) 7.000 K-55 23.00 2,838.6 4,869.8
CASING JOINT(S) 7.000 N-80 26.00 4,869.8 5,855.6
CASING JOINT(S) 7.000 N-80 26.00 5,855.6 7,335.7
FLOAT COLLAR 7.000 7,335.7 7,337.1
CASING JOINT(S) 7.000 N-80 26.00 7,337.1 7,431.2
FLOAT SHOE 7.000 7,431.2 7,433.0

TUBING STRING Report Date: 8/11/2005 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 21.0 21.8
FATNIP 21.8 22.4

TBGJNT 22.4 2,206.4
GLM-V 2,206.4 2,214.4

TBGJNT 2,214.4 3,894.0
GLM-V 3,894.0 3,902.7

TBGJNT 3,902.7 5,080.0
GLM-V 5,080.0 5,088.2

TBGJNT 5,088.2 6,007.7
GLM-V 6,007.7 6,016.3

TBGJNT 6,016.3 6,618.1
GLM-V 6,618.1 6,626.5

TBGJNT 6,626.5 6,658.0
ON-OFF 6,658.0 6,659.4
PKR-SH 6,659.4 6,664.9
TBGJNT 6,664.9 6,855.1

SS-O 6,855.1 6,859.4
PUPJNT 6,859.4 6,867.6
PKR-SH 6,867.6 6,873.1
TBGJNT 6,873.1 6,935.7

SS-O 6,935.7 6,940.0
TBGJNT 6,940.0 7,035.0

SA 7,035.0 7,039.9

PACKER ASSEMBLY (RETRIEVABLE) Report Date: 8/11/2005 00:00

Component Top MD (ft) Btm MD (ft)

PKR-S 7,039.9 7,046.2
XO 7,046.2 7,046.8

PUPJNT 7,046.8 7,055.0
PNIP-O 7,055.0 7,056.4

WLREG 7,056.4 7,056.8

PLUG BACK Report Date: 1/2/2001 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,335.0 7,433.0

Well:  385X-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  518 cf
Hole Size:  12-1/4" (9-5/8" Casing)
Top Job:  NO
Rtns to Sfc:  YES
TTOC:  NA
- - -

Interm Csg. Cmt Vol.:  NONE
Hole Size:  
Top Job:  
Rtns to Sfc: 
TTOC:
- - -

Prod. Csg. Cmt Vol.:  1394 cf
Hole Size:  8-3/4" (7" Casing)
Top Job: NO
Rtns to Sfc:   NO
TTOC:  Surface
- - -

Liner Cmt Vol.:  NONE
Hole Size:      
Top Job: 
Rtns to Sfc: 
TTOC:  
- - -
Top of Formation:
UBA:  6825'
BLW:  7319'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


