
Event: WELL MAINT - RIG
Event End: 8/1/2009 00:00

Sec. Reason: LOW PRODUCTION

OCCIDENTAL OF ELK HILLS INC

386XH-33S
Wellbore: ORIGINAL HOLE

PBMD: 8,476.0ft
Btm TMD: 8,482.0ft

Spud Date: 1/21/2000 00:00
BH Coord X: 6,143,931.67uss ft
BH Coord Y: 2,286,423.82uss ft

Shoes (ft)
Casing

60.0

1,055.0

6,835.0

8,482.0

Schematic (8/1/2009) Openings Top/Btm/Type/Status

6,849.0ft, 8,477.0ft, SLOTTED, OPEN

Ground Level: 967.9ft
Datum: ORIGINAL KB @ 987.90ft (default)

API No.: 0403014864

CONDUCTOR CASING Report Date: 1/21/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 16.000 20.0 60.0

SURFACE CASING Report Date: 1/23/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 10.750 K-55 40.50 20.0 1,013.4
10.750 40.50 1,013.4 1,013.5

CASING JOINT(S) 10.750 K-55 40.50 1,013.5 1,053.8
GUIDE SHOE 10.750 40.50 1,053.8 1,055.0

PRODUCTION CASING Report Date: 2/10/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 7.000 K-55 23.00 20.0 560.0
CASING JOINT(S) 7.000 J-55 23.00 560.0 4,783.5
CASING JOINT(S) 7.000 J-55 26.00 4,783.5 5,310.5
CASING JOINT(S) 7.000 K-55 26.00 5,310.5 5,921.6
CASING JOINT(S) 7.000 S-95 26.00 5,921.6 6,301.4
CROSSOVER 7.000 S-95 26.00 6,301.4 6,337.1
CASING JOINT(S) 7.000 K-55 26.00 6,337.1 6,791.0
FLOAT COLLAR 7.000 6,791.0 6,792.5
CASING JOINT(S) 7.000 K-55 26.00 6,792.5 6,833.2
FLOAT SHOE 7.000 6,833.2 6,835.0

LINER Report Date: 2/20/2000 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

LINER HANGER PACKER6.276 6,782.9 6,787.6
SEALBORE EXTENSION5.500 6,787.6 6,792.4
SLIDING SLEEVE (OPEN)5.750 6,792.4 6,794.0
SEALBORE EXTENSION5.500 6,794.0 6,795.5
MILLOUT EXTENSION5.000 6,795.5 6,815.2
KOIV 6.000 6,815.2 6,817.1
CROSSOVER 5.500 6,817.1 6,817.8
CASING JOINT(S) 3.500 L-80 9.30 6,817.8 6,849.1
SLOTTED LINER 3.500 L-80 9.30 6,849.1 8,476.6
GUIDE SHOE 4.500 8,476.6 8,481.8

ROD STRING Report Date: 7/31/2009 00:00

Component Top MD (ft) Btm MD (ft)

POLRDL 0.0 36.0
PNYROD 36.0 46.0

ROD 46.0 2,806.0
ROD 2,806.0 4,696.0

R-4PER 4,696.0 6,676.0
RSTBAR 6,676.0 6,679.0
INSPMP 6,679.0 6,703.0

TUBING STRING Report Date: 7/30/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 20.0 20.8
FATNIP 20.8 21.4

PUPJNT 21.4 31.6
TBGJNT 31.6 6,019.6

AC 6,019.6 6,022.0
TBGJNT 6,022.0 6,712.3

STNIP 6,712.3 6,713.4
GASANC 6,713.4 6,744.4

Well: 386XH-33S          S/T/R: 33S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.: 897 cf
Hole Size: 14.75"
Top Job: No
Rtns to Sfc: 11 cf 
TOC: Sfc
- - -

Interm Csg. Cmt Vol.:
Hole Size: 
Top Job: 
Rtns to Sfc: 
TOC:
- - -

Prod. Csg. Cmt Vol.: 1901 cf
Hole Size: 9.875" 
Top Job: No 
Rtns to Sfc: No
TTOC: 1050'  

Liner Cmt Vol.: none - slotted
Hole Size:  9.75"
Top Job: 
Rtns to Sfc: 
TTOC: 
- - -
Top of Formation: 
UBA: N/A
BLW: N/A

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC) 

      


