
Event: WELL MAINT - RIGLESS
Event End:

Sec. Reason:

OCCIDENTAL OF ELK HILLS INC

387X-34S Wellbore: ORIGINAL HOLE
Top TMD: 0.0ft

PBMD: 7,260.0ft
Btm TMD: 7,600.0ft

Spud Date: 6/21/2001 00:00
BH Coord X: 6,150,770.71uss ft BH Coord Y: 2,287,965.18uss ft

Shoes (ft)
Casing

61.0

1,002.0

7,577.0

7,260.0

Schematic (9/1/2009) Openings Top/Btm/Type/Status

6,630.0ft, 6,680.0ft, PERFORATED, OPEN
6,680.0ft, 6,690.0ft, PERFORATED, OPEN
6,690.0ft, 6,708.0ft, PERFORATED, OPEN

6,728.0ft, 6,740.0ft, PERFORATED, OPEN

6,740.0ft, 6,744.0ft, PERFORATED, OPEN
6,744.0ft, 6,782.0ft, PERFORATED, OPEN
6,792.0ft, 6,806.0ft, PERFORATED, OPEN

7,101.0ft, 7,104.0ft, PERFORATED, OPEN
7,116.0ft, 7,190.0ft, PERFORATED, OPEN
7,190.0ft, 7,200.0ft, PERFORATED, OPEN
7,200.0ft, 7,220.0ft, PERFORATED, OPEN

Ground Elev: 848.2ft
KB to Ground: 0.0ft

Datum: ORIGINAL KB @ 869.20ft (default)
API No.: 0403018187

CONDUCTOR CASING Report Date: 6/18/2001 00:00

Item Description Btm MD(ft)

CASING JOINT(S) 14 in, 61.0

SURFACE CASING Report Date: 6/21/2001 00:00

Item Description Btm MD(ft)

CASING JOINT(S) 9.625 in, , K-55, 36 954.8
INSERT FLOAT 9.625 in, , K-55 954.8
CASING JOINT(S) 9.625 in, , K-55, 36 1,000.8
GUIDE SHOE 9.625 in, , K-55 1,002.0

PRODUCTION CASING Report Date: 7/19/2001 00:00

Item Description Btm MD (ft)

CASING JOINT(S) 7 in, , N-80, 26 6,488.2
FLAG JOINT 7 in, , N-80, 26 6,503.6
CASING JOINT(S) 7 in, , N-80, 26 7,283.9
CROSSOVER 7 in, , N-80, 26 7,307.8
CASING JOINT(S) 7 in, , N-80, 26 7,480.8
FLOAT COLLAR 7 in, , N-80 7,483.2
CASING JOINT(S) 7 in, , N-80, 26 7,575.3
FLOAT SHOE 7 in, , N-80 7,577.0

SCREEN / SLOTTED LINER Report Date: 11/5/2007 00:00

Item Description Btm MD (ft)

Hangers, LINER HANGER,  , 26.00 ppf, , LTC 6,582.4
Casing, BLANK,  , 17.00 ppf, , LTC 6,621.3
Casing, SLOTTED LINER,  , 17.00 ppf, , LTC 6,893.4
Casing, DOUBLE CUP SUB,  , 26.00 ppf, N-80, LTC6,899.2
Casing, BLANK,  , 17.00 ppf, N-80, LTC 7,018.2
Casing, SLOTTED LINER,  , 17.00 ppf, N-80, HYD 5117,259.1
Casing, BULL PLUG,  ,  ppf, , 7,260.0

TUBING STRING Report Date: 11/7/2007 00:00

Component Top MD (ft) Btm MD (ft)

TH-DBB 21.0 21.7
FATNIP 21.7 22.3

PUPJNT 22.3 32.5
PUPJNT 32.5 42.7
PUPJNT 42.7 46.9
PUPJNT 46.9 49.0

CAS 49.0 2,286.4
GLM 2,286.4 2,295.0
CAS 2,295.0 3,909.2
GLM 3,909.2 3,917.8
CAS 3,917.8 4,909.8
GLM 4,909.8 4,918.4
CAS 4,918.4 5,512.0
GLM 5,512.0 5,520.5
CAS 5,520.5 6,051.2
GLM 6,051.2 6,059.7
CAS 6,059.7 6,468.7
GLM 6,468.7 6,477.1
CAS 6,477.1 6,503.8

ON-OFF 6,503.8 6,506.0
PKR 6,506.0 6,511.5
CAS 6,511.5 6,727.2

SS 6,727.2 6,731.2
PUPJNT 6,731.2 6,741.3

CAS 6,741.3 6,927.2
PKR 6,927.2 6,933.7

PUPJNT 6,933.7 6,937.9
CAS 6,937.9 7,034.5

NOGO 7,034.5 7,035.9
PUPJNT 7,035.9 7,040.1
WLREG 7,040.1 7,040.6

PLUG BACK Report Date: 7/28/2001 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,481.0 7,577.0

PLUG BACK Report Date: 7/20/2001 00:00

Component Top MD (ft) Btm MD (ft)

CEMENT 7,577.0 7,600.0

Well:  387X-34S  S/T/R:  34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  643 cf
Hole Size:  12-1/4" (9-5/8' casing)
Top Job:  
Rtns to Sfc: Yes
TTOC:  NA
- - - 
Int. Csg. Cmt Vol.:  NONE
Hole Size:  
Top Job:  
Rtns to Sfc: 
TOC:  
- - - 
Prod Csg. Cmt Vol.: 1891cf
Hole Size:  8-3/4" (7" Casing)
Top Job:  NO
Rtns to Sfc:  Yes
TTOC:  NA
- - -
Liner Cmt Vol.: none - Slotted Liner
Hole Size:  
Rtns to Sfc:  
TTOC: 

Top of Formation: 
UBA:   6790'
BLW:  7301'

Volume Behind Pipe
1.3 Yield Assumed on
Theoretical Calculations


