
Event: EXPL COMPLETION
Event End:

Sec. Reason:
End Status:

Well Classification: EXPLORATION - CLASS III

OCCIDENTAL OF ELK HILLS INC

655-34S
Wellbore: ORIGINAL HOLE

PBMD: 11,604.0ft
Btm TMD: 11,700.0ft

Spud Date: 5/19/2009 02:30
BH Coord X: 6,148,480.54uss ft
BH Coord Y: 2,288,441.42uss ft

Shoes (ft)
Casing

65.0

3,152.0

8,749.0

11,697.0

Schematic (9/9/2009) Openings Top/Btm/Type/Status

9,332.0ft, 9,510.0ft, PERFORATED, OPEN
9,588.0ft, 9,616.0ft, PERFORATED, OPEN

Water Depth: 819.6ft
Datum: ORIGINAL KB @ 844.60ft (default)

API No.: 0403038819

CONDUCTOR CASING Report Date: 5/11/2009 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 14.000 25.0 65.0

SURFACE CASING Report Date: 5/21/2009 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING JOINT(S) 9.625 N-80 40.00 25.0 1,018.5
DIVERTER SUB 9.625 N-80 40.00 1,018.5 1,021.1
CASING JOINT(S) 9.625 N-80 40.00 1,021.1 3,108.8
FLOAT COLLAR 9.625 N-80 40.00 3,108.8 3,110.6
CASING JOINT(S) 9.625 N-80 40.00 3,110.6 3,150.3
GUIDE SHOE 9.625 N-80 40.00 3,150.3 3,152.0

PRODUCTION CASING Report Date: 6/3/2009 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

CASING MANDREL7.000 P 110 26.00 25.0 28.8
CASING JOINT(S) 7.000 P 110 26.00 28.8 3,696.2
STAGE COLLAR 7.000 P 110 26.00 3,696.2 3,699.7
CASING JOINT(S) 7.000 P 110 26.00 3,699.7 5,195.5
CASING JOINT(S) 7.000 P 110 29.00 5,195.5 8,652.1
FLOAT COLLAR 7.000 P 110 29.00 8,652.1 8,653.0
CASING JOINT(S) 7.000 P 110 29.00 8,653.0 8,747.8
FLOAT SHOE 7.000 P 110 29.00 8,747.8 8,749.0

PRODUCTION LINER Report Date: 6/22/2009 00:00

Item OD (in) Grade Wt. (ppf) TopMD (ft) BtmMD (ft)

SETTING SLEEVE 5.800 15.10 8,432.0 8,442.4
LINER HANGER PACKER5.955 15.10 8,442.4 8,444.9
LINER HANGER 5.864 15.10 8,444.9 8,451.5
CROSSOVER 4.536 P 110 15.10 8,451.5 8,453.0
CASING JOINT(S) 4.500 P 110 15.10 8,453.0 11,603.9
LANDING COLLAR 4.500 P 110 15.10 11,603.9 11,605.5
CASING JOINT(S) 4.500 P 110 15.10 11,605.5 11,649.2
FLOAT COLLAR 4.500 P 110 15.10 11,649.2 11,650.3
CASING JOINT(S) 4.500 P 110 15.10 11,650.3 11,695.1
FLOAT SHOE 4.500 P 110 15.10 11,695.1 11,697.0

TUBING STRING Report Date: 8/24/2009 00:00

Component Top MD (ft) Btm MD (ft)

TH-SGL 25.0 25.6
XO 25.6 29.4

PUPJNT 29.4 33.6
CAS 33.6 8,339.9

PUPJNT 8,339.9 8,344.1
SBLOC 8,344.1 8,345.1
SBEXT 8,345.1 8,354.4

XO 8,354.4 8,355.0
PUPJNT 8,355.0 8,365.2

NOGO 8,365.2 8,366.5
PUPJNT 8,366.5 8,372.9

XO 8,372.9 8,374.2
XO 8,374.2 8,375.1

CAS 8,375.1 9,240.8
XO 9,240.8 9,241.7

DETINT 9,241.7 9,242.4
CAS 9,242.4 9,304.9

FIREHD 9,304.9 9,310.0
SPCSUB 9,310.0 9,321.8

Well:  655-34S      S/T/R: 34S/30S/24E

CASING CEMENT DETAIL
- - -
Sfc Csg. Cmt Vol.:  2601 cf
Hole Size: 12.25"
Top Job:  no
Rtns to Sfc:  
TOC: 
- - -

Interm Csg. Cmt Vol.:  
Hole Size:  
Top Job:  
Rtns to Sfc: 107 bbls
TOC: sfc
- - -

Prod. Csg. Cmt Vol.:  1586 cf
Hole Size: 8.75"
Top Job: no
Rtns to Sfc: partial
TOC: sfc
- - -

Liner Cmt Vol.: 415 cf  
Hole Size:  6"    
Top Job: no
Rtns to Sfc:  no
TTOC:  TOL
- - -
Top of Formation:
UBA: 6705'
BLW:  7076'

Volume Behind Pipe:
1.3 Yield Assumed
Theoretical Calculations (TTOC)


