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CPUC CPCN    California Public Utilities Commission Certificate  
      Of Public Convenience and Necessity. 
 
Category A Contingency  All facilities in service, no contingency. 
 
 
Category B Contingency Event resulting in the loss of a single element.   
 
 (The CAISO considers the loss of a critical generator 

followed with re-dispatch of the remaining system 
generation and the subsequent loss of any single 
element as a Category B contingency.) 

 
 
Category C Contingency Event resulting in the loss of two or more (multiple) 

elements. 
 
 
Category D Contingency Extreme event resulting in two or more (multiple) 

elements removed or cascading out of service. 
 
 
Delivery Network Upgrades Transmission facilities at or beyond the Point of 

Interconnection, other than Reliability Network 
Upgrades, identified in the Interconnection Studies to 
relieve constraints on the ISO Controlled Grid. 

 
 
Interconnection Facilities The Participating TO’s Interconnection Facilities and 

the Interconnection Customer’s Interconnection 
Facilities.  Collectively, Interconnection Facilities 
include all facilities and equipment between the 
Generating Facility and the Point of Interconnection, 
including any modification, additions or upgrades that 
are necessary to physically and electrically 
interconnect the Generating Facility to the ISO 
Controlled Grid.  Interconnection Facilities are sole 
use facilities and shall not include Distribution 
Upgrades, Stand Alone Network Upgrades or 
Network Upgrades. 

 
Interconnection Customer Any entity, including a Participating TO or any of its 

Affiliates or subsidiaries, that proposes to interconnect 
its Generating Facility with the ISO Controlled Grid. 
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Interconnection 
Customer's 
Interconnection Facilities All facilities and equipment, as identified in Part A of 

the Standard Large Generator Interconnection 
Agreement, that are located between the Generating 
Facility and the Point of Change of Ownership, 
including any modification, addition, or upgrades to 
such facilities and equipment necessary to physically 
and electrically interconnect the Generating Facility to 
the ISO Controlled Grid. Interconnection Customer's 
Interconnection Facilities are sole use facilities. 

 
Participating TO’s 
Interconnection Facilities All facilities and equipment owned, controlled, or 

operated by the Participating TO from the Point of 
Change of Ownership to the Point of Interconnection 
as identified in Part A to the Standard Large 
Generator Interconnection Agreement, including any 
modifications, additions or upgrades to such facilities 
and equipment. Participating TO’s Interconnection 
Facilities are sole use facilities and shall not include 
Distribution Upgrades, Stand Alone Network 
Upgrades or Network Upgrades. 

 
Reliability Network Upgrades The transmission facilities at or beyond the Point of 

Interconnection necessary to interconnect a Large 
Generating Facility safely and reliably to the ISO 
Controlled Grid, which would not have been 
necessary but for the interconnection of the Large 
Generating Facility, including Network Upgrades 
necessary to remedy short circuit or stability problems 
resulting from the interconnection of the Large 
Generating Facility to the ISO Controlled Grid.  
Reliability Network Upgrades also include, consistent 
with WECC practice, the facilities necessary to 
mitigate any adverse impact the Large Generating 
Facility’s interconnection may have on a path’s 
WECC rating. 
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