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APPENDIX 6.4-B AGRICULTURE AND SOILS

ESTIMATED EXCAVATION AND FILL QUANTITIES FOR MAJOR PROJECT ELEMENTS®Y

ORANGE GROVE PROJECT

PROJECT APPROXIMATE MATERIAL MATERIAL USE TEMPORARY | FILL QUANTITY AND
ELEMENT EXCAVATION TYPE @ OR SOURCE®
QUANTITY (CY) PERMANENT
Building Pad and 60,000 (max.) Insitu earth Permanent 60,000 (max)
adjacent storm Material excavated from
water basin onsite cut will be used for

onsite fill for building pad
access driveways, and
storm water basin.

Transmission 6,000 Insitu earth/ Temporary 5,000 CY
Line road fill Trench will be backfilled
Interconnection with excavated soils.
and Gas Pipeline Permanent 1,000 CY will be used for

water bars where the
pipeline is in mountainous
terrain
TOTAL 66,000 (CUT) -- - -- 66.000 (FILL)
(1) The fresh water pickup station and reclaim water pickup station will require only minor grading that is addressed in AFC
Sections 2.6.2.1 and 2.6.2.2.
(2) Concrete, asphalt, vegetative material and other debris generated by grading is quantified and addressed in AFC Section
6.14, Waste Management.
(3) Common fill. Concrete, crushed rock, sand and other construction materials are not included.

ORANGE GROVE PROJECT N
APPLICATION FOR CERTIFICATION 6.4-B-1 ( TRC



