### A. Hardscape Method ii

**Hardscape for driveways, site roads, sidewalks, walkways and bikeways**

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
</tr>
</thead>
</table>
| | Length of 25' wide path incorporating as much of the paved area as possible.

**List Specific Application (Table 147-A)**

**Checklist**

- § 147(c)1 B – Each portion of all illuminated areas has been assigned only one lighting application, and the applications are consistent with the actual use of the areas.
- § 147(c)1 B Method ii – General illumination areas for site roadway, driveway, sidewalk, walkway, or bikeway includes only those illuminated areas that are in the bounds of the Application and includes a 25 foot wide area running along the axis of the path of travel and includes as much of the paved area as possible.

### B. Building Entrances without Canopies

<table>
<thead>
<tr>
<th>A</th>
<th>B</th>
<th>C</th>
</tr>
</thead>
</table>
| Width of Door plus 3 feet | Smaller of 18 feet or distance to the edge of the property line | Area \((A \times B)\) \((\text{ft}^2)\)

**Checklist**

- § 147(c)1 B – Each portion of all illuminated areas has been assigned only one lighting application, and the applications are consistent with the actual use of the areas.
- § 147(c)1 A - General illumination areas includes only those illuminated areas that are in the bounds of the Application and are within a square pattern around a luminaire that is six times the luminaire mounting height, with the luminaire in the middle of the pattern, less any areas that are within buildings, under canopies, beyond property lines, or obstructed by a signs or other structures.