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Site Address: Enforcement Agency: Permit Number:

 

 
Registration Number: ___________________________ Registration Date/Time: __________________ HERS Provider: ____________ 
2008 Residential Compliance Forms  March 2010 

Enter the Duct System Name or Identification/Tag:   

Enter the Duct System Location or Area Served: 

Note:  Submit one Installation Certificate for each duct system that must demonstrate compliance in the dwelling. 
 
This installation certificate is required for compliance for alterations and additions in existing dwellings to space 
conditioning systems and duct systems.   
 
Note:  For existing dwellings, a completely new or replacement duct system can also include existing parts of the original 
duct system (e.g., register boots, air handler, coil, plenums, etc.) if those parts are accessible and they can be sealed.  For a 
completely new or replacement duct system installed in an existing dwelling, use the Installation Certificate titled "Duct 
Leakage Test – Completely New or Replacement Duct System."   
 
Duct Leakage Diagnostic Test – Existing Duct System 
Select one compliance method from the following four choices.   

 Option 1. Measured leakage less than 15% of Fan Airflow. 

 Option 2. Measured leakage to outside less than 10% of Fan Airflow. 

 Option 3. Reduce leakage by 60% or more, and conduct smoke test to seal all accessible leaks. 

 Option 4. Fix all accessible leaks using smoke test, and HERS rater must verify. 

Note: (One of Options 1, 2 or 3 must be attempted before utilizing Option 4.) 

Determine nominal Fan Airflow using one of the following three calculation methods.   
 Cooling system method:  Size of condenser in Tons              x 400 =                         CFM 

 Heating system method:  21.7  x                      Heating Output Capacity (kBtuh)  =                       CFM 

 Measured system airflow using RA3.3 airflow test procedures:                          CFM 

1 

Option 1 used then: 
Allowed leakage = Fan Airflow                                               x 0.15 =                                       CFM 
Actual leakage =                                          CFM  

Pass if Actual leakage is less than Allowed leakage  Pass Fail 

2 

Option 2 used then: 
Allowed leakage = Fan Airflow                                              x 0.10 =                                        CFM 
Actual leakage to outside =                          CFM 

Pass if Actual leakage to outside is less than Allowed leakage  Pass Fail

3 

Option 3 used then: 
Initial leakage prior to start of work=                          CFM 

Final leakage after sealing all accessible leaks using smoke test =                           CFM 

Initial leakage                       - Final leakage                            = Leakage reduction                    CFM 

(Leakage reduction                       / Initial leakage                       ) x 100% = % Reduction 

Pass if % Reduction > 60%  Pass  Fail 

4 

Option 4 used then: 
All accessible leaks repaired using smoke test.  HERS rater must verify (No sampling). 

 
Pass if all accessible leaks have been sealed using Smoke Test  Pass  Fail 


