Efficiency Ratings for the
Daiken AC (Americas), Inc.
Altherma Air-to-Water Source Heat Pump System

Space Heating

CEC Listing Combined Space Water
Description Model No. Date (tons) Hydronic C:::;g Efficienc
E.F.)"
HSPF E.F. ( )
Split Altherma LT | ERLQO36BAVJU 3/31/2012 11 2.4 13 2.4
Split Altherma LT ERLQO48BAVJU 3/31/2012 4 11 2.4 13 2.4
Split Altherma LT | ERLQO54BAVJU 3/31/2012 4.5 11 2.4 13 2.4
Split Altherma LT | ERLQO18BAVJU 6/28/2012 1.5 11 2.4 13 2.4
Split Altherma LT | ERLQO24BAVJU 6/28/2012 2 11 2.4 13 2.4
Split Altherma LT | ERLQO30BAVJU 6/28/2012 2.5 11 2.4 13 2.4
MonoBloc
Altherma LT EBLQO36BA6VIU 3/31/2012 4 11 2.4 13 2.4
MonoBloc
Altherma LT EBLQO48BA6VJU 3/31/2012 5 11 2.4 13 2.4
MonoBloc
Altherma LT EBLQO54BA6VJU 3/31/2012 4.5 11 2.4 13 2.4
MonoBloc
Altherma LT EDLQO36BA6VIU 3/31/2012 3 11 2.4 13 2.4
MonoBloc
Altherma LT EDLQO48BA6VIU 3/31/2012 4 11 2.4 13 2.4
MonoBloc
Altherma LT EDLQO54BA6VIU 3/31/2012 4.5 11 2.4 13 2.4

1When a separate stand alone water heater is used to provide water heating, the EF for that separate water
heater shall be used for performance standards compliance.




