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Lighting Control Declaration Statements
 

    Lighting shall be controlled by self‐contained lighting control devices certified to the Energy Commission according to the Title 
20 Appliance Efficiency Regulations in accordance with §110.9. 

 

    Lighting shall be controlled by a lighting control a system or energy management control system in accordance with §110.9.  
An Installation Certificate shall be submitted in accordance with §130.4(b). 

 

    One or more Track Lighting Integral Current Limiters shall be installed that have been certified to the Energy Commission in 
accordance with Sections 110.9 and 130.0. An Installation An Installation Certificate shall be submitted in accordance with 
§130.4(b). 

 

    A Track Lighting Supplementary Overcurrent Protection Panel shall be installed in accordance with Sections 110.9 and 130.3. 
An Installation Certificate shall be installed in accordance with §130.4(b). 

  

    All lighting controls and equipment shall comply with the applicable requirements in §110.9 and shall be installed in 
accordance with the manufacturer's instructions in accordance with §130.1 

 

    All luminaires shall be functionally controlled with manually switched ON and OFF lighting controls in accordance with 
§130.1(a) 

 

    General lighting shall be separately controlled from all other lighting systems in an area.  Floor and wall display, window 
display, case display, ornamental, and special effects lighting shall each be separately controlled on circuits that are 20 amps 
or less. When track lighting is used, general, display, ornamental, and special effects lighting shall each be separately 
controlled; in accordance with §130.0(a)4. 

 

    The general lighting of any enclosed area 100 square feet or larger, with a connected lighting load that exceeds 0.5 watts per 
square foot shall meet the multi‐level lighting control requirements in accordance with §130.1(b) 

 

    All installed indoor lighting shall be equipped with controls that meet the applicable Shut‐OFF control requirements in 
§130.1(c) 

 

    Lighting in all Daylit Zones shall be controlled in accordance with the requirements in §130.1(d) 
 

    Lighting power in buildings larger than 10,000 square feet shall be capable of being automatically reduced in response to a 
Demand Responsive Signal in accordance with §130.1(e) 

 

    Before an occupancy permit is granted for a newly constructed building or area, or a new lighting system serving a building, 
area, or site is operated for normal use, indoor lighting controls serving the building, area, or site shall be certified as meeting 
the Acceptance Requirements for Code Compliance in accordance with §130.4.(a). The controls required to meet the 
Acceptance Requirements include automatic daylight controls, automatic shut‐OFF controls, and demand responsive controls. 
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INDOOR LIGHTING CONROL SCHEDULE, PAF CALCULATION, and  FIELD INSPECTION CHECKLIST

Lighting Control Schedule 
Standards Complying With   
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INSTALLED WATTS PAGE TOTAL: 

1. §130.1(a) = Area Controls;  §130.0(b) = Multi Level;  §130.1(c) = Auto Shut‐Off;  §130.1(d) = Mandatory Daylight; §130.1(e) = Demand Responsive;  §140.6(d) = Prescriptive 
Daylight. 
2. Check Table 140.6‐A for correct Factor. PAFs shall not be traded between conditioned and unconditioned spaces. 
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